
 

 

 

Specifications 

Brakel specifications January, 2013 

 

Roof access  

Brakel® Sky-XS 
 
Manufacturer   : Brakel (www.brakel.com) 
Type    : Brakel® Sky-XS 
Description   : roof access hatch 
Operation   : manual aided by gas-filled dampers 
Base    : insulated aluminium base - raised edge for roof felt 
Louvers   : insulated aluminium louvers 
Flanges   : flush flanges for installation on bitumen or plastic roofs 
Clear opening (w x l)  : 700 x 900 / 900 x 900 / 1000 x 1000 / 700 x 1400 /   

  900 x 2400mm  
Flange sizes (w x l)  : *** x *** mm (identical) 
Installation   : on roofs  
Protection   : enamel finish with *** polyester layer, layer thickness  

  *** mu, in standard RAL colour (group ***) / untreated  
  (milled aluminium) 

U value   : 1.7-1.9 W/(m2·K) 
Acoustic values  : 23 dB 
Air-tightness   : EN 1026: 650 Pa, / EN 12207: class 4 
Water tightness  : EN 1027: 650 Pa / EN 12208: class 4 
Strength : EN 12211: strength 3000 Pa 
Accessories   : - single ladder 

- double ladder 
- folding steps 

Important   : to satisfy guarantee conditions  
  Brakel® Sky-XS should not be opened during high winds  
  (> 14 m/s). 


